
The WP CON

IN CONTROL

The WP-CON unit is mounted on a standard 86mm2 plate with 2
screw fixings to fit a standard 35mm deep single gang UK backbox.

The WP-CON provides a punch down connection to the Rakom
network and an RJ11 socket for plug in connection of wired devices.

For more information on the Rako Wired System:

Rako Overview Application Sheet

Wired RAK Application Sheet

www.rakocontrols.com

WHAT IS IT ?

The WP-CON provides
convenient connection points to
the Rakom wired network for
devices which include:

��WSR-DMX

��WSR-DLI

� WK-HUB

��WLED150

��WLED75

� WLED30

��WK-PIR

� WRB-100

data sheet
WP CON
BACKBOX MOUNTED RJ11 TO PUNCHDOWN CONNECTOR

https://rakocontrols.com/media/2629/rako-overview-application-sheet.pdf
https://rakocontrols.com/media/2634/wired-rak-application-sheet.pdf
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mechanical data

connection details

dimensions 86x86x25mm

fixing Standard UK single gang back 
box, minimum 35mm depth 
advised 47mm depth

input supply 12-18VDC supply from Rakom CAT5 
wired network

weight 30g

climate range Temperature  +2C to +40C
Humidity +5% to 90% non condensin

connections 8 Way punch-down terminal 
RJ11 socket

technical data


