
WK-MOD
Wired Modular Keypad

The WK-MOD is a modular keypad used in a Rako 
wired network, it is available in a wide variety of button 
configurations, as well as fully customisable button 
positioning and sizes.

The WK-MOD requires a RAK-LINK to operate as part of the 
system. 

Through Rasoft Pro, commands can be assigned to the 
buttons to perform actions, such as switching a Scene for a 
room or closing blinds. 

What is the WK-MOD?

Connections/Dimensions
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Installation and Setup
For information on installing and setting up the 
WK-MOD, see the WK-MOD Manual.

Technical Data
Dimensions   Control Panel - 86x86x35mm 

Surround - 88x88x6mm

Fixing Flush mounting into standard UK single 
gang back box, minimum 35mm depth

Weight 115g 

Input Supply 12-18V DC supply from Rako wired 
network

Connections 8-way Krone punch down
(screw terminal option available)

Climate Range Temperature +2C to +40C
Humidity +5% to 90% non
condensing

Standards RoHS
UKCA, CE
EN 60669-2-5:2016

Communication CAN bus

HS-MOD-WH

HS-MOD-PC

HS-MOD-MB

HS-MOD-BM HS-MOD-SC

Polished Brass Polished Chrome

Matt Bronze Satin Chrome

HS-MOD-AB
Antique Brass Matt White

Matt Black

HS-MOD-PB

Finishes
Button Configurations

Custom buttons can be made to order 
from the Rako Plate Designer.

WK-MOD-070 WK-MOD-110 WK-MOD-103 WK-MOD-072 WK-MOD-020

WK-MOD-060

WK-MOD-030

WK-MOD-040 WK-MOD-041 WK-MOD-101 WK-MOD-111

https://downloads.rakocontrols.com/literature/Rako%20Technical%20Information/Instruction%20Manuals/WK-MOD%20instruction%20manual%20.pdf
https://rakocontrols.com/support/plate-designer/
https://rakocontrols.com/support/plate-designer/

